RNAV - STANDARD

INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

U.S. Department of Transportation
Federal Aviation Administration

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | mAP: DA

WORPP (IAF)(40E)(43A) :(ng;\ne (TF)(FB)(RNP 1.00)(40E) | 109.76/24.06 3000

M
FOGSO (IAF)(40E)(43A) KROME (TF)(FB)(RNP 1.00)(40E) | 052.35/14.15 3000

(41E) CLIMB TO 3000 DIRECT EWKIF AND VIA 126.60 TRACK TO VKZ
KROME (IF)(40E)(43) COPRA (TF)(FB)(RNP1.00)(40E) 092.27/4.00 3000 VOR/DME AND HOLD, CONTINUE CLIMB-IN-HOLD TO 3000.

(425)
COPRA (40E)(42S) LAW)NN (TF)(FB)(RNP 1.00)(40E) | 092.27/4.71 1500

(43F
LAWNN (FAF)(40E)(43F) RWOSR (TF)(FO)(40G)(41Y)(43M) | 092.34/4.47

ADDITIONAL FLIGHT DATA:
RWO08 P)(40G)(41Y)(43M EWKIF (DF)(FB)(40E
RAMARL OO DFNPRNA0E) HOLD SE, LT, 300.00 INBOUND

EWKIF (40E) VKZ VOR/DME (TF)(FO)(40V)(41E) | 126.60/5.83 3000 CHART FAS OBST: 109 POWER POLE 254747N/0801846W,

in)) 147 BLDG 254839N/0801845W

DISTANCE TO THLD FROM 346 HAT: 0.93 NM
ROUTE TYPE: A, R
1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) [ RO UTE TYPE QUALIFIER 1: P
2. PROFILE STARTS AT KROME ROUTE TYPE QUALIFIER 2: S
3. FAC: 092,34 FAF: DIST FAF TO MAP: THLD: CHART MANDATORY ALTITUDE: KROME 3000
4. MIN. ALT: KROME 3000, COPRA 3000 #TCH 58.5 MSL (DO NOT CHART)
5. DIST TO THLD FROM OM: 447 MM IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 1500 GS ALT AT: LAWNN 1500 OM: MM: IM:
7. GS ANGLE:  3.00 TCH: 50.7# 34:11S CLEAR
8. MSA FROM: RWOSR 2900 MAG VAR: 5W EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: | | STANDARD | X | SEE FAA FORM _ 8260-15A FOR THIS AIRPORT | ALTERNATE: NA | X |
CATEGORY =====> A B c D E
DH/MDA | VIS |HAT/HAA|DH/MDA| VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA |[DH/MDA | VIS |HAT/HAA|DH/MDA | VIS | HAT/HAA
SPECIAL AIRCRAFT AND AIRCREW AUTHORIZATION REQUIRED
RNP 0.11 DA* 354 3200 346 354 3200 346 354 3200 346 354 3200 346
RNP 0.30 DA 458 5000 450 458 5000 450 458 5000 450 458 5000 450
NOTES: CHART NOTES: GPS REQUIRED. FOR INOPERATIVE MALSR, INCREASE RNP 0.11 ALL CATS VISIBILITY TO RVR 6000,
RNP 0.30 ALL CATS VISIBILITY TO 1 1/2. FOR UNCOMPENSATED BARO-VNAV SYSTEMS, PROCEDURE NA BELOW 6C (42F) OR
ABOVE 49C (120F). *RNP 0.11 MISSED APPROACH REQUIRES MINIMUM CLIMB OF 330 FEET PER NM TO 600. CHART PROFILE
NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. CHART PLANVIEW NOTES: PROCEDURE NA FOR ARRIVALS AT WORPP
VIA V529 NORTH WESTBOUND, V35 WESTBOUND, AND ARRIVALS AT FOGSO VIA V157 WESTBOUND.
CITY AND STATE ELEVATION: 8 F D E: 8 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |SUP:
; IDENTIFIER:
AIRPORT NAME: ALIG 30,2007 AMDT: NONE
MIAMI, FL MIAMI INTL RNAV RNAV (RNP) Y RWY 8R, ORIG DATE
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
STANDARD INSTRUMENT APPROACH PROCEDURE

RNAV (RNP)

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

ELIGHT STANDARDS SERVICES TITLE 14 CER FARPART.97.33

ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-17

d U o 3
Yo

F

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
FOGSO FOGSO 010 IAF IF FB
FOGSO KROME 020 IF TF FB 1.0 052.4 (047T) 014.2 03000 MAN
WORPP WORPP 010 IAF IF FB
WORPP KROME 020 IF TF FB 1.0 109.8 (105T) 024.1 03000 MAN
KROME 010 FACF IF FB 03000 MAN
COPRA 011 SDF TF FB 1.0 092.3 (087T) 004.0 03000
LAWNN 020 FAF TF FB 1.0 092.3 (087T) 004.7 01500
RWOSR 030 MAP TF FO 0.3 092.3 (087T) 004.5 00059 MAN
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
EWKIF 040 DF FB 1.0 126.6 (143T) 005.8
VKZ 050 TF FO 1.0 126.6 (1227) 005.8 03000
VKZ 060 HM L FO 2.0 300.0 (295T) 004.0 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
COPRA N254736.91 W0802814.88 N2547.615 W08028.248
EWKIF N254810.74 W0801445.91 N2548.179 W08014.765
FOGSO N253749.12 W0804412.13 N2537.819 W08044.202
KROME N254725.53 W0803240.40 N2547.426 W08032.673
LAWNN N254750.14 W0802302.07 N2547.836 W08023.035
WORPP N255336.69 W0805826.87 N2553.612 W08058.448
RWO8R N254802.52 W0801805.15 N2548.042 W08018.086
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW8R 00008 Bi
CITY AND STATE ELEVATION: 8 TDZE: 8 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
AIRPORT NAME: IDENTIFIER: AUG 30 2007 AT NONE
MIAMI, FL MIAMI INTL RNAV RNAV (RNP) Y RWY 8R, ORIG DATED:
FAA FORM 8260 - 10 / March 2003 (Computer Generated) Page 2 of 2 Pages




